This paper presents static fatigue laboratory experiments conducted in three different configurations. The experiments are designed so as to cause delayed tensile failure in dry Gabbro specimens after the sustained application of a static subcritical load. Results from the static fatigue experiments give a time to failure of the specimen related to the applied static load. In the presented experiments, results spanning up to six orders of magnitude of time to failure were collected for three-point bending, four-point bending, and indirect tensile (Brazilian) specimens. The data supports an exponential relationship between tensile stress and time to failure, noting that a power law relationship is also supported by the data. The salient difference among the configurations is hypothesized to be the size of the region of the specimen that is subjected to a close approximation of the maximum tensile stress. The time to failure at a given nominal tensile stress, the decrease in time to failure associated with a given increase in stress (i.e. the slope in a semi logarithmic plot), and the magnitude of the scatter of the data about the best-fit curve are all observed to correlate inversely with the nominal size of the region subjected to the maximum tensile stress.
Introduction
Static fatigue is the delayed failure of a brittle material subjected to a sustained static (in contrast to cyclic) load that is insufficient to generate instantaneous failure. Rocks are well-known to exhibit static fatigue, and this phenomenon is understood to be fundamental to the mechanics of earthquakes and failure of rocks that are subjected to mining induced stresses [1] - [3] . However, in spite of the fact that it is well-known that the measured tensile strength of rocks [4] , [5] and cyclic fatigue properties of asphalt from laboratory experiments depends upon the testing configuration, the dependence of tensile static fatigue behavior of rocks on the testing configuration has not been systematically evaluated in the laboratory.
Cocurullo et al. [6] compare cyclic fatigue behavior of asphalt under indirect tensile (Brazilian) and four-point bending loading, finding that indirect tension produces a shorter fatigue life that fourpoint bending in laboratory specimens.
Some relevant studies comparing tensile strength of rock/rock-like materials for different loading configurations include [4] , which identifies that, for plaster of Paris, the tensile strength given by three-point or four-point beam tests are frequently higher than those obtained by direct tension testing by a ratio of 2.3:1. In the same study, indirect tensile (Brazilian) tests gave a lower tensile strength than direct tension tests with a ratio of 0.8:1, which indicates that the beam tests give a tensile strength that exceeds indirect tension values by a ratio of 2.9:1. Broadly in agreement, [5] showed that for 3 different rock materials, 2 (Bowral trachyte and Gosford sandstone) failed in three-point bending at approximately 2 times the load that would be predicted based on a tensile strength inferred from indirect tensile tests. The final rock tested by Jaeger (Carrara marble) failed in three-point bending so as to suggest a tensile strength that is 1.35 times higher than what would be inferred from indirect tensile (Brazilian) tests. Note that because of the difference between tensile strength inferred from indirect and direct tension tests, the legitimacy of indirect tensile (Brazilian) tests has been the subject of debate [7] , [8] .
In order to provide what is, to our knowledge, a first set of relevant data for the dependence of static fatigue on loading configuration, we present here tensile static fatigue test results for a South Australian Gabbro corresponding to three different loading configurations: three-point bend, fourpoint bend and indirect tensile (Brazilian) testing. The chosen configurations bear the similarity that all subject a portion of the specimen to a certain tensile stress that is readily computed. The specimens differ mainly in regard to the gradient of the stresses around the region that is subjected to the nominal maximum tensile stress. Namely, the three-point bending configuration produces a strong stress gradient and therefore a relatively small region that is subjected to the nominal maximum tensile stress. The four-point bending produces a somewhat more uniform stress distribution around the region subjected to the maximum tensile stress. Finally, the indirect tensile (Brazilian) configuration produces the largest proportion of the specimen that is subjected to a tensile stress that approximates the nominal maximum tensile stress.
In this context, the working hypothesis of this research is that the difference in the stress gradient near the point subjected to the maximum tensile stress will have a first order impact on time to failure in the context of an underlying stochastic mechanism of failure driven by the largest flaw that happens to be present in the maximally-stressed region. This hypothesis parallels a popular explanation for the observed dependence of measured tensile strength of rocks on the size of the specimen [9] , [10] .
Method
Static fatigue tests are conducted by applying a sustained static load to a specimen to induce a stress that is less than would cause instantaneous failure. After a time, the specimen fails as a result of the subcritical stress on the rockmass. It has been observed that there is a correlation between the imposed tensile stress and the time to failure for rocks that can be described by either a power law or an exponential relationship. The power law model is based on observation [11] while the exponential law draws theoretical origins from kinetics [12] . When the power law exponent is large enough (greater than, say, 10 or 20) the power law model become experimentally indistinguishable from the exponential law.
All experiments were conducted on specimens of an Australian Gabbro marketed as Adelaide Black Granite. The quarry for the material is located at Black Hill, about 100 kilometers North East of Adelaide in South Australia [13] . This material has been utilized in a range of experimental campaigns [14] , [15] and the (static) mechanical properties have previously been characterized as presented in Table 1 . 
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As Adelaide Black Granite is a brittle material that is much stronger in compression than tension, each of the following three experimental configurations resulted in tensile failure of the material: three-point bend, four-point bend and indirect tensile (Brazilian) tests. In each configuration, a load was applied to dry specimens open to the laboratory atmosphere using a hydraulic piston with an effective area of 1in 2 (645mm 2 ), pressurized with an ISCO 260D syringe pump. In all cases, a seating load of approximately 260N was applied in the minutes prior to application of full load. Load was always increased from the seating load to full load over a period of 12 seconds. Therefore a typical tensile stress rate would be in the order of 1MPa/second. Time to failure was counted from the application of maximum loading. Tests were conducted in a temperature-controlled laboratory at 21°C ±1°C. Piston pressure (and therefore loading force) was actively maintained by the ISCO pump for the duration of each experiment.
Sample Loading. Each test configuration subjects a certain region of the specimen a tensile stress. The magnitudes of these tensile stresses and the stress distribution vary between the loading methods. Three and four point bending are simple cases where the maximum bending moment corresponds to the region of maximum tensile stress. The bending moments along the beam in each case are shown in Fig. 2 below. A homogeneous brittle beam with significantly lower tensile strength than compressive strength that is subject to bending will fail in the region under tension. For the three-point and four-point beam tests, the region of maximum tensile stress occurs in the lowest fibers of the beam as shown in Fig.  3 . Note also that three-point bend tests subject the central portion of the specimen to shear stresses as well and therefore are not considered valid for applications such as the testing of strength of polymer bonded interfaces [16] which is well-known to be sensitive to mixed-mode loading. 
Four-point (L/3 load spacing)
where σ t is the maximum tensile stress, P is the applied force, L is the support width, h is the thickness of the specimen and d is the height of the specimen.
The indirect tensile (Brazilian) test configuration causes the sample to fail in a region of tensile stress exerted on a diametral line between a compressive load and reaction point on a disc specimen [17] . The maximum tensile stress exerted on an indirect tensile test specimen is calculated as follows:
where P is the applied force, h is the thickness of the specimen and D is the diameter of the specimen.
Results
A total of 38 tests were run in the three configurations. A combined plot of all results is presented in Fig. 4 while individual plots by configuration and test result data tables are contained in Appendix A: Test Data. 
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As can be seen in Fig. 4 , tests performed in a three-point bend configuration produced a relationship between time to failure and the applied tensile stress that could be accurately predicted by a best-fit exponential relationship, achieving an r 2 value greater than 0.95 (Table 2) . A similar quality of fit was obtained with a power law in this and all other cases. Because it is not possible to experimentally discern between power law and exponential relationship we will henceforth present only the exponential best-fit curves and restrict our discussion to the comparison among the test results.
The dependence upon loading configuration can firstly be observed by examining tests of the samesized beams loaded in a four-point bend configuration. These consistently failed earlier at a given nominal tensile stress than otherwise identical three-point tests. Also the results of four-point bend testing were more scattered and therefore were not as well represented by an exponential (or power law) relationship relating time to failure with the applied tensile stress (r 2 <0.7).
Finally, indirect tensile (Brazilian) tests failed the earliest for a given calculated tensile stress. The exponential (or power law) relationship between the time to failure and the applied tensile stress gave rise to r 2 ~ 0.80, which is intermediate to the three and four-point bending, although the absolute magnitude of the scatter is similar to that encountered in four-point bending. We also note that the magnitude of the scatter for the indirect tension tests appears to be greater at larger loads, while no similar correlation is observed for the other two configurations. 
Discussion
The dependence of both the coefficient and the power law exponent (or the scaling of the quantity in the argument of the exponential law) on the testing configuration is consistent with a conceptual explanation that can be partially borrowed from critical load testing of rocks wherein the failure is controlled by the largest flaw in the region that is subjected to the maximum tensile stress (needs citation). Essentially the difference is that for macroscopic static fatigue failure one must consider that the dominant flaw can grow subcritically. Hence the size of the area subjected approximately to the maximum tensile stress is proposed to exert first-order control on the measured static fatigue behavior. In particular, the maximally-stressed region in the three point bend test is likely to contain a smaller dominant flaw than the four-point and indirect tension tests, which subject a larger region to the maximum tensile stress. This conceptual model is thus consistent with the tendency for three point bending to sustain the same maximum tensile stress for a longer time prior to failure than the other two methods.
If the instantaneous failure is taken as the extrapolated stress corresponding to a time to failure of ~1 second, then three-point bending, four-point bending, and indirect tensile tests produce tensile strengths of 21, 18, and 12 MPa, respectively. These results give a ratio of 1.75:1 between threepoint and indirect and 1.5:1 between four-point bending and indirect and are therefore consistent with prior experiments that considered only instantaneous failure loads [4] , [5] . For comparison, the stresses corresponding to failure after 100,000 seconds (~1 day) are 1.67:1 and 1.44:1 for threepoint and four-point to indirect, respectively. These ratios are slightly smaller than the instantaneous ratios, indicative of the differences in the slopes.
An interesting curiosity is observed if all three lines are extrapolated. An approximately common point of intersection, as shown in Table 2 row 9, suggests that that predicted stress corresponding to failure after 300 million years is ~2.4 MPa, regardless of the testing configuration. Note that this timescale is potentially geologically relevant and would be associated with failure at tensile stresses that are ~20% of the tensile strength inferred from indirect tension tests. This intersection of the fitted curves seems to have no practical relevance, rather is something of a curiosity.
This study has focused on a single crystalline rock. However, Jaeger [5] observed that configurational dependence varies by material. Hence, expanding these experimental results to different rock types will comprise an essential component of establishing an experimental basis from which statistical static fatigue theories can be tested.
Conclusions
This paper presents results from static fatigue tests conducted under three different configurations designed to cause delayed tensile failure in Gabbro specimens. Results spanning five to six orders of magnitude of time were obtained using three-point bending, four-point bending, and indirect tension (Brazilian) experiments. The main observations are as follows:
1) The time to failure at a given load is greatest for three-point bending and smallest for indirect tension, 2) The decrease in the time to failure for a given increase in stress is greatest for indirect tension and least for three-point bending, 3) The scatter of the results about the best-fit curve is the least for three-point bending, 4) The results do not clearly discern between exponential and power-law relationships between time to failure and nominal applied tensile stress, 5) The best-fit exponential laws obtained for each of the three test series imply an approximately common intersection point at ~300 million years at a loading that is ~20% of the tensile strength that would be inferred from indirect tensile tests.
The observations are broadly consistent with a hypothesis that extends the well-known "largestflaw" principle that has been previously used to explain the dependence of laboratory value of tensile strength on specimen size. In particular, the three-point bending arrangement can be understood to subject the smallest region to a tensile stress that is near the maximum tensile stress 868 11th International Fatigue Congress while the indirect tension arrangement produces the most uniform region subjected to a tensile stress near the nominal maximum.
Ongoing work is aimed at understanding not only the configurational dependence, but also the size dependence on measured static fatigue properties. These issues are vital for utilizing laboratory measurements in the field for prediction of time and size dependent failure of underground structures such as rock pillars in mines and the mobilization of faults in the Earth's crust. Furthermore, it is anticipated that a rich data set that includes size and configurational dependence may provide an experimental pathway to resolving the long-held debate regarding whether the time to failure versus the applied stress is best described by an underlying model that leads to a power law or one that leads to an exponential relationship.
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